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To all whom it may concern:

prepared, is bent around the edges of a head,

plied thereto.
Similar letters of reference in the accompa
inying drawings denote the same parts.
My invention has for its object to produce
a cheap and strong head for barrels and casks,
but more particularly applicable to paper

The head is inserted in the end of a barrel,
E, so that the exterior flange C of the hoop
shall fit down upon the edge or chine of the
barrel for the purpose of forming a protection
for the same. The hoop is fastened to the
barrel by driving nails, bridge-tacks, or screws
through the barrel and hoop from the outside.
I do not claim the devices shown in patents
to D. H. Waters, dated December 14, 1869,
and numbered, respectively,97,840 and 97,841;
but
What I do claim as my invention is
A head for paper barrels consisting of one
or more pieces of Wood or paper secured to
gether by a crozed hoop bent round the edges
thereof, the hoop being formed with a right
angular circumferential rabbet and an exterior
supporting-flange to fit down upon the edge
of the barrel, substantially as described, for
the purpose specified.

Be it known that I, WILLIAM H. MURPHY,
of Syracuse, in the county of Onondaga and
State of New York, have invented an Improve.
ment in Barrel-Heads; and I do hereby de
clare the following to be a full and exact
description of the same, reference being had
to the accompanying drawings, forming part
of this specification, in which
Figure 1 is a perspective view of the head
applied to a barrel, the latter being partly
broken away to show the edge of the hoop.
Fig. 2 is a perspective view of the hoop, with
the head removed. Fig. 3 is a view of the
strip from which the hoop is made. Fig. 4 is
an elevation of a barrel with both heads ap

barrels.
To this end it consists in a barrel-head com

posed of one or more pieces of Wood secured
together by a crozed hoop bent around the
edges thereof, said hoop having an outer
flange adapted to fit down upon the edge of
the barrel and protect the same from injury,
as I will now proceed to describe.
In the accompanying drawings, A is a strip

of wood, formed with a longitudinal groove
or croze, B, in one side, and an edge flange,
C, upon the opposite side. The strip A thus

D, composed of one or more pieces, so that
the edges of such head shall fit within the
croze. The ends of the hoop thus formed are
nailed or secured to the head by any suitable
aS
The hoop may be formed of one or more
pieces. In Fig. 1 it is shown in two pieces,
but Fig. 3 shows it made in one piece.
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